FOR COATINGS, RESINS AND RELATED MATERIALS

(Approved by U.S. Department of Labof"EssentialIy Similar” to Form OSHA-20)
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. : _ : o Section |

MaNUFACTURERSNAME  DeSoto, Inc,

EMER;:,EN.C?TELEPHONENQ (312) 296;6611

PRODUCTCLASS  Aromatic Po 1Yisocyanate MANUFACTURERS CODE IDENTIFICATION

sTReET ApDRESS 1700 S. Mt. Prospect Rd. CITY.STATE.AND ZIPCODE -Des Plaiﬁes; I1linois 60018

: ‘ 910-758 High Temperatufe Insulating
TRADE NAME Korothe.rm Coating, Activator o

- Section Il — HAZARDOUS INGREDIENTS

INGREDIENT : 7 : Ny PERCENT _ ™ : LEL® PRESSURE
: PPM . ma/m3. : - o
. . S . - @20°.
Methyl Ethyl Ketone . ' 33.1 200 590 1.8 7 Omm
Butyl Acetate Coe 31.9 150 710 1.7 -8
Toluene L 14,2 200 750 1.2 35
Ethyl Acetate . - = 5.2 400 - | 1400 2.5 71.2°

Section Ill — PHYSICAL DATA

"BCILING RANGE

VAPOR DENSITY m HEAVIER, [ ] LIGHTER. THAN AIR

7.5

171-291°F
: EVAPQRATION RATE D FAS‘TER SLOWER. THAN ETHER SEF}%ET" \‘/EOLATlLE . gAE‘l—(EgLPER
. IhA 89 . 3
Section IV — FIVRE AND EXPLOSION HAZARD DATA
ooTcatecory  Red lé.bel , flammable, less FLASH POINT
than 80°F. 22°F,

(Carbon dioxide, dry chemical or foam)

- ¥aen exposed to extreme heat. Do not apply to hot surfaces.

preferable,

ExtinGuisHiNGg Meoia - Jse National Fire Protection Association Class B extinguishers

UMBUMFWENﬁﬁxﬂO$¢NH&AmB Keep containers tightly closed. Isolate from heat,
electrical equipment, sparks and open flame. Closed containers may explode

JPECIAL FIRE FIGHTING PROCEDURES Water spray may be ineffective, ‘Water may be used to cool
closed containers to prevent pressure build-up and possible auto ignition or
explosion when exposed to extreme heat. If water is used, fog nozzles are

LEtSee I1I
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Section V — HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE See IT . . ; !
‘errects oF overexposure Inhalation: Anesthetic., Irritation of the respiratory tract! j

or acute hervous system depression characterized by headache, dizziness,
staggering gait, confusion, unconsciousness or coma.
~ Skin or Eye Contact:  Primary Irrltation

EMERGENCY ANDFIRsTAIDPRoceDures Inhalation: Remove from exposure. Restore breathing.

~Keep warm and quiet. Notify a physician. Skin Contact: Wash affected
areas with water. Remove contaminated clothing. Consult a physician.

. Eye Contact: Flush with water for 15 minutes. Consult a physician.

Section VI — REACTIVITY DATA

staBiLiTY  [_] unstaBLE  [XT] sTABLE CONDITIONS TO AVOID
INCOMPATABILITY (Materials to avoid)

HAZARDOUS DECOMPOSITION PRODUCTS C _ _ ‘ : ,
co, COZ’ and oxides of nitrogen on combustion,
HAZARDOUS POLYMERIZATION - - [__] MAvoccur  [X ] WiLL NOT OCCUR

CONDITIONS TO AVOID

SmﬂmnVH—-SHLLORLEAKPROCEDURES

STEPSTOBETAKENINCASEMATERIALISRELEASEDORSPILLED Remove a].l sources Of lgnition AVOid .

~ breathing vapors. Ventilate area. Remove with inert absorbent and non-

arking tools. ) . . iy
WASTEDISPOSALMETHOD - Dispose in accordance with local, state and federal regulatif

Incinerate in approved facility, Do not incinerate closed containers

Section Vill — SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION Tn outdoor ovi opeén areas use Bureau of Mines approved mechanical
filter respirator.

~In restricted ventilation areas use Bureau of Mlnes approved chemical-mechanical
filters. _ | :

In confined areas use Bureau of Mines approved air line type respirators or hoods.
_ventwation Provide general dilution or local exhaust ventilation in volume

pattern to keep TLV of most hazardous ingredient in Section II below acceptable
llmlt LEL in Section IV below stated limit.

proTECTIVEGLOVES Required for prolonged or repeated contact,
everroTecTioN Use safety eyeware designed to protect against splash of liquids.

- OTHER PROTECTIVE EQUIPMENT Prevent prolonged skin contact with contaminated clothing.

Saction IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING Do not store above 120°F, Store large quantit‘ieg
in buildings designed and protected for storage of flammable liquids.

otHemrprecautions Do not take internally. Containers should be'grounded when
pouring. Avoid free fall of liquid in excess of a few inches. Do not flame cut;
braze or weld without Bureau of Mines approved respirator or approprlate’
ventilation. Observe warnlngs Lo
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